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67.5 Degree grease fittings 
236984  White plated, 6‑pack (OEM 9852)
236990  Chrome, 6‑pack (OEM 9852)
236991  Parkerized, 6‑pack (OEM 9852)

Straight grease fittings 
236965  White plated, 6‑pack (OEM 9851)
236982  Chrome, 6‑pack (OEM 9851)
236983  Parkerized, 6‑pack (OEM 9851)

90 Degree grease fittings 
231685  White plated, 6‑pack (OEM 9853)
231686  Chrome, 6‑pack (OEM 9853)
231687  Parkerized, 6‑pack (OEM 9853)

COLONY GREASE FITTINGS
Perfect replicas from the 5/16‑32 threaded zerk type grease fittings as used on 
1936‑1984 Harley‑Davidsons.

Metric sizes 
768982  Chrome acorn nuts M6x1.0, 5‑pack
768983  Chrome acorn nuts M8x1.25, 4‑pack
768984  Chrome acorn nuts M10x1.25, medium fine "Japanese thread", 3‑pack
768985  Chrome acorn nut M12x1.25, medium fine "Japanese thread", each
768986  Chrome acorn nut M14x1.50, each

768973  Chrome acorn nuts #10‑24 UNC, 5‑pack
768963  Chrome acorn nuts #10‑32 UNF, 5‑pack
768974  Chrome acorn nuts 1/4‑20 UNC, 5‑pack
768962  Chrome acorn nuts 1/4‑24 UNF, 5‑pack
768964  Chrome acorn nuts 1/4‑28 UNF, 5‑pack
768975  Chrome acorn nuts 5/16‑18 UNC, 4‑pack
768965  Chrome acorn nuts 5/16‑24 UNF, 4‑pack
768976  Chrome acorn nuts 3/8‑16 UNC, 3‑pack
768966  Chrome acorn nuts 3/8‑24 UNF, 3‑pack
768977  Chrome acorn nuts 7/16‑14 UNC, each
768967  Chrome acorn nuts 7/16‑20 UNF, 2‑pack
768978  Chrome acorn nut 1/2‑13 UNC, each
768968  Chrome acorn nut 1/2‑20 UNF, each
768969  Chrome acorn nut 9/16‑18 UNF, each
768970  Chrome acorn nut 5/8‑18, 15/16" hex, each
768972  Chrome acorn nut 5/8‑18, 1 1/4" hex, each
768979  Chrome acorn nut 9/16‑12 UNC, each
768980  Chrome acorn nut 5/8‑11 UNC, 15/16" hex, each
768981  Chrome acorn nut 5/8‑11 UNC, 1 1/4" hex, each
768971  Chrome acorn nut 3/4‑16, 1 1/8" hex, each

COLONY ROUND TOP CHROME ACORN NUTS
Colony's own style of the well known acorn nut has a round domed top. Perfectly 
chrome plated and supplied in blister packs.

FASTENERS  HARDWARE & ASSORTMENT TRAYS
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754718  Copper ring assortment tray

COPPER RING ASSORTMENT
 110‑piece assortment tray of common size copper washer rings. Tray includes: 30x 
6mm, 25x 8mm, 20x 10mm, 15x 11mm, 10x 12mm and 10x 16mm sizes.  

741835  Fits steel inner primary of 1936 thru 1954 Big Twin models
741836  Fits steel inner primary of 1955 thru 1964 Big Twin models
741837  Fits cast aluminum inner primary of 1965 thru 1969 Big Twin models
741850  Fits cast aluminum inner primary of 1970 thru 1979 Big Twin models
741851  Fits cast aluminum inner primary of 1980 thru 1985 Big Twin models
742344  Fits the aluminum primary of 1986‑2000 Touring and 1986‑2000 FXR
742318  Fits the aluminum primary of 1986‑1993 Softail and 1991‑1993 Dyna
742319  Fits the aluminum primary of 1994‑1999 Softail and 1994‑1998 Dyna
742343  Fits the aluminum primary of 2000‑2006 Softail, 1999‑2005 Dyna and 

2001‑2006 Touring

COLONY INNER PRIMARY MOUNTING KITS
These complete inner primary mounting kits contain reproduction of the original Harley 
hardware used to mount the inner primary cover. Available for 1936‑1954, 1955‑1964, 
1965‑1969, 1970‑1979 & 1980‑1985 Big Twin.

Refill packs (for tray ZPN235724)  Size  Tread 
type 

 Pack 
quant. 

235700  #8‑32 x 1/2"  UNC  10
235701  #8‑32 x 5/8"  UNC  10
235702  #8‑32 x 3/4"  UNC  10
235703  #10‑24 x 1/2"  UNC  10
235704  #10‑32 x 1/2"  UNF  10
235705  #10‑32 x 3/4"  UNF  10
235706  #10‑32 x 1"  UNF  10
235707  1/4‑20 x 5/8"  UNC  10
235708  1/4‑20 x 3/4"  UNC  10
235709  1/4‑20 x 7/8"  UNC  10
235710  1/4‑20 x 1"  UNC  10
235711  1/4‑28 x 1/2"  UNF  10
235712  1/4‑28 x 3/4"  UNF  10
235713  1/4‑28 x 1"  UNF  10
235714  5/16‑18 x 1/2"  UNC  10
235715  5/16‑18 x 3/4"  UNC  10
235716  5/16‑18 x 1"  UNC  10
235717  5/16‑24 x 3/8"  UNF  10
235718  5/16‑24 x 1/2"  UNF  10
235719  5/16‑24 x 1"  UNF  10
235720  3/8‑16 x 3/4"  UNC  10
235721  3/8‑16 x 1"  UNC  10
235722  3/8‑24 x 3/4"  UNF  10
235723  3/8‑24 x 1"  UNF  10

   
Other sizes:    
236394  1/4‑20x3/8"  UNC  10
236395  1/4‑20x1/2"  UNC  10

235724  Complete assortment of grade 8 button head

CHROME PLATED BUTTON HEAD ALLEN SCREWS ASSORTMENT
Complete assortment of grade 8 button head Allen screws. Trays contain both fine 
(UNF) and coarse (UNC) thread. Each tray contains 240 pieces in sizes as listed below. 
Each size can be ordered in individual refill packs.

HARDWARE & ASSORTMENT TRAYS  FASTENERS
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A   744103  Well nut 6‑32 x 1 1/4" (OEM 5210)
B   744108  Well nut #10‑32 x 15/16" (OEM 5207)
C   744107  Well nut 1/4‑20 x 1" (OEM 8099)
D   744104  Screw 6‑32 x 3/4" (OEM 2806)
E   744105  Clip nut (OEM 8102)
F   744106  Lock nut 3/8‑24 UNF (OEM 7780)
A   370111  Well nut 6‑32 x 1 1/4", Genuine Zodiac, dealer 10‑pack (OEM 5210)
B   370112  Well nut #10‑24 x 1 1/4", Genuine Zodiac, dealer 10‑pack (OEM 8098)
B   370113  Well nut #10‑32 x 15/16", Genuine Zodiac, dealer 10‑pack (OEM 5207)
C   370114  Well nut 1/4‑20 x 1", Genuine Zodiac, dealer 10‑pack (OEM 8099)

WELL NUTS
Well nuts are used for various mounting applications. For example, tightening your 
windshield or mounting your oil tank.

700992  11/16"x1.089"x.394" (17.5x27.6x10mm), Genuine Zodiac, zinc plated, each
700994  3/4"x1.09"x1" (19.05x27.6x25mm), Genuine Zodiac, zinc plated, each
700997  11/16"x1.089"x 63/64" (17.5x27.6x25mm), Genuine Zodiac, zinc plated, 

each
783394  5/16"x5/8"x9/32" (8x16x7.2mm), set of four, zinc plated, Colony 

(OEM 91089‑58)
783395  5/16"x5/8"x11/32" (8x16x8.7mm), set of four, white plated, Colony 

(OEM 61135‑57)
783396  5/16"x5/8"x49/64" (8x16x19.4mm), set of four, white plated, Colony 

(OEM 61135‑52A)
783390  5/16"x5/8"x1/2" (8x16x12.7mm), set of four, zinc plated, Colony 

(OEM 58102‑49)
783398  5/16"x5/8"x7/8" (8x16x22.2mm), set of four, zinc plated, Colony 

(OEM 5983W)
783393  5/16"x13/16"x1/4" (8x20.6x6.4mm), set of four, zinc plated, Colony 

(OEM 90908‑58)
783397  5/16"x7/8"x11/32" (8x22.2x8.7mm), set of four, white plated, Colony 

(OEM 61135‑52)
783399  3/8"x13/16"x.258" (9.9x20.6x6.6mm), set of two, zinc plated, Colony 

(OEM 5960W)
783392  3/8"x5/8"x1" (9.5x16x25.4mm), set of four, zinc plated, Colony 

(OEM 57089‑71)
233508  3/8"x11/16"x7/32" (9.5x17.5x5.6mm), zinc plated, Bender Cycle, 5‑pack 

(OEM 50668‑35)
783391  3/8"x5/8"x31/64" (9.9x16x12.2mm), set of four, zinc plated, Colony 

(OEM 59938‑72)

MULTI FIT SPACERS
Spacers and spacer bushings are used on almost any model and year in numerous 
places. Consequently it is impossible to list all applications. As they are quite universal 
we list sizes as inner diameter, outer diameter and thickness.
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